Aboveground Storage Tank Monthly Visual Inspection Checklist

BNL Tank ID No(s)._____________________________________ Date of Inspection: ___________

Building #___________





Room #____________

Please complete the following checklist for the aboveground storage tank(s) in this storage area. This inspection must be conducted monthly, and records must be kept for five years. Copies of these inspection records should be made available upon the request of regulatory agencies. Please check each item as Satisfactory (S), Unsatisfactory (U), or Not Applicable (NA). For each unsatisfactory, a corrective action should be noted and the date of repair entered in the comments/corrective actions column.

Note:  Identify which tank a deficiency applies to in the comments section.

	Condition of Tank(s)
	S
	U
	NA
	Comments/Corrective Actions

	The exterior of the tank (including exterior coating and insulation) is in good condition, free of corrosion, cracks, blisters, or other sign of deterioration.
	
	
	
	

	There is no evidence of leakage from the tank.  
	
	
	
	

	There is no evidence of leakage around pipe penetrations or other connections.
	
	
	
	

	The high level alarm is fully functional, including audible and visual alarms. Level gauges or sight glasses are functional and/or clear.
	
	
	
	

	The tank is labeled with the BNL/SCDHS Registered Tank Label.  All applicable sections of the label have been completed and are legible.  Mandatory fields include BNL Tank No., SCDHS Tank No., Volume, and Material Stored.  Copies of permits are posted where required.
	
	
	
	

	Secondary Containment
	
	
	
	

	The secondary containment is in good condition, free of accumulated liquid (e.g., fuel oil, water) and shows no signs of leakage.  
	
	
	
	

	Secondary containment leak sensors (if equipped) are fully functional including visual and audible alarms.
	
	
	
	

	There are no signs of spillage in the storage area.
	
	
	
	

	Piping and Associated Equipment
	
	
	
	

	All pumps, valves, fittings, sea1s, valve stems etc… are in good condition, show no signs of corrosion or deterioration and are not leaking.
	
	
	
	

	Piping is adequately supported with no evidence of sags.
	
	
	
	

	Piping, pumps, valves are labeled with contents.
	
	
	
	

	External pipe coatings (if provided) are sound with no peeling, blisters or rust evident.
	
	
	
	

	Fill boxes are free of accumulated liquid and in good repair.
	
	
	
	


Name of Inspector: ______________________   Signature:______________________________
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