Construction Industry Requirements


	OSHA Class IV - Maintenance and custodial activities during which employees contact but do not disturb ACM or PACM and activities to clean up dust, waste, and debris resulting from OSHA Class I, II, and III activities. 

	Topic
	Requirements

	Supervision/

Evaluation
	A competent person, trained in a manner consistent with EPA requirements for training of local education agency maintenance and custodial staff as set forth at 40CFR763.92(a)(2), provides on‑site inspections at intervals sufficient to assess whether conditions have changed, and at any reasonable time at employee request.

	Exposure Monitoring
	A competent person conducts an exposure assessment immediately before or at the initiation of the operation unless the operation is covered by a Negative Exposure Assessment (NEA).

Conduct periodic monitoring of all work where exposures are expected to exceed a Permissible Exposure Limit (PEL), at intervals sufficient to document the validity of the exposure prediction.  

	Periodic Monitoring
	Conduct periodic monitoring of all work where exposures are expected to exceed a PEL, at intervals sufficient to document the validity of the exposure prediction.  

	Termination of Monitoring
	If the periodic monitoring reveals that employee exposures, as indicated by statistically reliable measurements, are below the PEL or excursion limit, monitoring may be discontinued for those employees whose exposures are represented by the monitoring.

	Regulated Area
	None (unless airborne concentrations of asbestos exceed, or there is a reasonable possibility they may exceed the PEL).

	Engineering Controls and Work Practices
	Engineering controls and work practices include

· Vacuum cleaners equipped with HEPA filters

· Wet methods or wetting agents

· Cleanup and disposal methods for wastes and debris

Use the following control methods to achieve compliance with the TWA permissible exposure and excursion limits:

· Local exhaust ventilation equipped with HEPA filter dust collection systems

· Enclosure or isolation of processes producing asbestos dust

· Ventilation of the regulated area to move contaminated air away from the breathing zone of employees and toward a filtration or collection device equipped with a HEPA filter

	Specific Engineering Controls
	Employees cleaning up debris and waste in a regulated area where respirators are required must wear respirators. 
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