	



Guidelines for Computer Workstation Specifications 

	Component
	Components of Good Design

	keyboard surface
	Height and front edge tilt angle adjustable; 

[image: image1.wmf]23 to 28 (59 to 71cm) inches from floor; 

Accommodates side by side keyboard and mouse placement (i.e., at least 27 inches [69 cm] wide);

Leg clearance should be at least 1 inch;

Palmrest in front of keyboard and mouse.

BNL Stock item meeting specifications: 

S-98207 TRAY, KEYBOARD



	monitor surface
	Accommodates placement of monitor so that the top of screen is at eye level;

[image: image2.wmf]Entire screen in viewing range between 0( and 60( below horizontal plane passing through eyes.

BNL Stock item meeting specifications: 

S-25724 DESK, COMPUTER.  60"WX30"DX29-1/2"H. 

(HON #66571NQ)

S-25726 SHELF, 60"WX 93/8" D, FITS S-25724. 



	chair
	[image: image3.wmf]Seat pan and backrest upholstered over foam padding; 

Seat pan height adjustable while seated; 

Backrest height adjustable to provide lumbar support (size 6 to 9 inches high (15 to 23 cm) by 12 inches wide (30.5 cm); 

“Waterfall” front edge on seat pan; 

Swivel seat pan;

Seat pan 15 to 17 inches deep (38 to 42 cm) and at least 17 inches wide (44 cm); 

Footrest provided if feet to no rest flat on the floor;

Seat pan angle adjustable; 

Armrests adjustable in height (armrests are optional); 

Seat pan height allows support of upper leg by allowing feet to be fully on floor; 

Seat provides lumbar support by design (fixed or adjustable 6 to 60 inches (15 to 25.4 cm) above the seat or auxiliary pillow;

Wheeled legs; 5-caster wheelbase.

BNL Stock item meeting specifications: 

S-25709 CHAIR, SWIVEL. (HON MULTI-TASK #7703)

S-25714 Adjustable arm kit
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