Predetermined Confined Spaces Classifications

	Area
	Hazards
	Class

	Attics
	Potential hazards are from sources outside the scope of the Confined Space Standard atmosphere testing (i.e., biohazards from rodent infestation, asbestos and fiberglass from insulation)
	Nonpermit Class 1 (no certification needed), but evaluation and PPE of Asbestos, Fiberglass, and biohazards required. 

	Crawl Spaces
	Potential hazards are from sources outside the scope of the Confined Space Standard atmosphere testing (i.e., biohazards from rodent infestation, asbestos and fiberglass from insulation)
	Nonpermit Class 1(no certification needed), but evaluation and PPE of Asbestos, Fiberglass, and biohazards required. 

	HVAC ducts
	By design, respirable air occupies the space under normal conditions.  
	Non-permit Class 1(no certification needed), unless hazard is introduced, such as welding or cleaning solvents, then certification is required.

	Utility Manholes containing telecommunication only
	Low hazard is in the space from the utility.  Potential hazard arises from rusting or microbial decomposition.  Oxygen and Hydrogen sulfide (H2S) must be tested.
	Oxygen testing is required to prove Nonpermitted Class 2A 

	Utility Manholes containing telecommunication & electrical
	Low hazard is in the space from the utility.  Potential hazard arises from rusting or microbial decomposition.  Oxygen and Hydrogen sulfide (H2S) must be tested.
	Oxygen testing is required to prove Nonpermitted Class 2A

	Utility manholes containing potable water
	Low hazard is in the space from the utility.  Potential hazard arises from rusting or microbial decomposition.  Oxygen and Hydrogen sulfide (H2S) must be tested.
	Oxygen testing is required to prove Non-permitted Class 2A

	Utility Manholes containing sewage
	Moderate hazard is in the space from the utility posed by rusting or microbial decomposition.  Oxygen and Hydrogen sulfide (H2S) must be tested.
	Certification Testing required, typically Class 2A.  If hazardous atmosphere exists, can usually be purge/vented to Class 2B.
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