Waste Oil Analysis Requirements

	Constituent/Property
	Acceptance Criteria
	Typical Acceptable Test Methods*

	Arsenic 
	( 5 ppm (mg/l)
	EPA 7060A, 7061A, or 7062

	Cadmium
	( 2 ppm (mg/l)
	EPA 6010, 7130, or 7131A

	Chromium
	 ( 10 ppm (mg/l)
	EPA 6010, 7190, or 7191

	Lead
	  ( 100 ppm (mg/l)
	EPA 6010 or 7421

	PCBs
	( 2 ppm (mg/l)
	EPA 600/4-81-045

	Sulfur**
	    ( 0.5 % by weight 
	ASTM D 4294 or D 2622

	Total Halogens
	     ( 1000 ppm (mg/l)***
	ASTM D808

	Flash Point 
	 100 (F Minimum
	EPA 1010

	Gross Heat Content**
	125,000 Btu/gal Minimum
	ASTM D 240 or D 4809


NOTE: Most criteria are derived from 6 NYCRR Subpart 374-2  - Table 1 – Specifications for oil used for energy recovery.

* Other test methods may be acceptable, if they are approved by the U.S. Environmental Protection Agency. Check with your Environmental Compliance Representative for approval of other methods.

** Criteria derived from BNL’s NYSDEC Title V Air Permit – specific to oil burned at the Steam Facility.

*** Waste oil containing greater than 1000 ppm but less than 4000 ppm total halogens may be burned provided that the generator can submit documentation that demonstrates the waste oil does not contain hazardous wastes.
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